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Distribution box socket 380

Overview
[Industrial Grade Socket Housing] Equipped with 4 dual-core outlets (220-250V 16A)
and 2 five-core outlets (380-415V 16A, 32A), meeting the power distribution needs of
various electrical equipment. With handle: the power distribution box is equipped
with a portable handle, making it easy to carry and convenient to use anytime and
anywhere. Good performance: these CEE sockets have nickel-plated contacts with
good conductivity, do not oxidize or overheat, ensuring a safe and reliable circuit.
*The price shown is the per piece price and does not include VAT. Where these
charges should be. PowerSyntax 5P 200A IP67 380V Heavy Duty High Current Wall
Mounted Receptacle Built-in Terminal Block Socket Box 75276 Technical Parameters:
Other voltages and frequencies available on request. Dimension Drawing: Features
and Benefits: • Complete protection against contact and reliability in. Stackable,
splash-proof housing made from a special rubber compound for continuous load.
Resistant to a variety of oils, greases, gasoline and acids, UV and ozone radiation.
Housing resistant to temperatures from -30 °C to +80 °C.
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Industrial 380/220V Power Distribution Box

Industrial 380/220V Power Distribution Box Waterproof 3 Pole 16A 32A 63A Socket
Connector IP67 Rated 3 Pole Plug and Socket No reviews yet #8 most popular in LVD
Certified Connectors certified

Contact Us

Continue your research online:

Website: https://thegalleryselfcatering.co.za
Technical inquiry: https://thegalleryselfcatering.co.za/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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